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KEL-BERG 2-AXLE DOLLYMODEL 
C970V
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SPECIFICATION FOR 
C970V

WEIGHTS & MEASURES:
Coupling height 650 mm
Drive height 1.150 mm
Coupling distance 3.350 mm
Centre distance 1.320 mm

Speed 90 km/h
Shaft pressure 18.000 kg
King-pin printing 18.000 kg
Total weight 18.000 kg
Service weight 2.900 kg

CHASSIS:
Galvanised chassis  
Drawbar eye VBG 57,5mm     
JOST turntable

AXLES:
SAF intradisc 
22.5 Disc brakes

WHEELS:
385/55R 22.5 steel rim

BRAKES:
WABCO EBS stability programme   

KEL-BERG 
2-AXLE DOLLY



PAGE: 3 WWW.KELBERG.SE | +46 070-536 3939 | 253 68, HELSINGBORG
Whilst every effort has been made to ensure that the information in this specification sheet is accurate, some errors may occur. It is important that you do not rely solely on this information, but that you check with your dealer any items that you believe will affect your decision to purchase this vehicle. Kel-Berg 

Trailers Sverige AB accepts no responsibility for loss or damage resulting from incorrect or misleading information. This specification is for guidance only and does not constitute an offer of sale or warranty of the specification of this vehicle. All specifications are subject to change without notice and/or verification. 
E&OE.

SPECIFIKATION FÖR 
C970V

KEL-BERG 
2-AXLE DOLLY

ELECTRICAL SYSTEM:
24v 2x chamber light  
1x round LED back light 
1x LED combi

ELECTRICAL CONNECTORS:
15 polE

PAINTING:
Galvanised NOT painted

OTHER:
“Kel-Berg” standard rear light ramp 
Anti spray splash patches 


